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CARBINE, MACHINE, STEN, 9 mm.
Mark II .

. GENERAL DESCRIPTION

This weapon can fire all types of 9 mm. round nose
ammunition {I.C.1., Winchester, Sako, Beretta, German, ete.).
It is of the blow back type, that is, it has no locking device,
whereby in firing a cartridge, part of the explosive force
drives the breech block rearward.

The firing pin is integral with the breech block and is in
the form of a small projection in the cartridge recess.

Frovision is made for automatic and single shot firing. by
means of a change lever. The butt and barrel are readily
detached from the casing, thereby [acilitating carcying.

By raising the catch located on the [ront side of the magazine
housing, the latter can be rotated to a downward position to
facilitate stowage.

A box type magazine having a capacity of 32 rounds is
used, being inserted into the left side of the carbine and
retained by a spring-loaded catch.

Safety is ensured by cocking the breech block and rotating
the cocking bandle anti-clockwise until it ia engaged in the
short slot in the top of the casing.

2. STRIPFING AND ASSEMBLING

|. Ensure that the carbine is unloaded and the breech
block is in its forward position.

2. To remove the buit—Depress the circular-shaped end
of the retumn spring housing from engagement with the front
plate of the butt, at the same time slide the butt downward
from engagement,

3. To remove the breech bloch.

{a) With thumb and f{orefinger, forward the return

ing cap about } inch and partially rotate it anti-

clockwise, whereupon the two small lugs on the cap

will diseogage from their respective grooves in the

caging, Remove the return spring housing, cap and
retum spring,
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(&) Pull the breech block rearward and remove the cocking
handle when apposite the safety slot.  Insert the
cocking handle in front of the breech block and pall
the breech block rearward until clear of the casing.

(Te sirip the exiraclor.—Remove the extractor pin
with a pi:crunch ; the extractor-and spring can then
be removed.)

4. To remove the barrel—Disengage the barrel nut catch,
which is located in front of the magazine housing, rotate the
magazine housing anti-clockwise (downward), unscrew the
cylindrically shaped barrel nut, and remove with barrel],

5. To sirip the trigger wmechanism.—Place the carbine
with its underside (acing upward.

(e} Remuve the screw on either side of the trigger mechan-
ism cover. Pull off cover.

{4} Unhook the trigger coil spring fromn the tripping lever
pawl and the trigger. Remove the tripping lever
pawl which is in the form of a short coil spring.

{c) I"ush out the sear axis pin and remove the sear,

(] Remove the split pin in the change lever, and, while
holding the tripping lever clear, push out the
change lever.

{¢) From the right side, remove the trigger axis pin
which is in the form of a bent wire. Pull out the
tripping lever, with trigger toward the front. Dis-
connect the tripping lever from the trigger by
removing the tripping lever pin.

6. To remove the barvel nuf caick.—Remove split pin. Pull
out the magazine housing plunger and remove the magazine
bousing spring and the barrel nut catch.

Ga. To repiove muagazine calch retainer screw [rom the rear
gide of the magazine housing. Prise off the retainer and
remaove the magazine catch with spring.

7. To nsumbtf barrel nui catch —While holding the mapgazine
housing in pasition, insert the barrel nut cateh in its respective
hole and position the coil between the catch and the
lug on the magazine housing. Insert the magazine housing
plunger in the lug and the spring so that the end of the
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plunger eoters ita respective hole in the casing. Using &
screwdriver as a lever, raise the rear end of the catch and fit
the split pin.

8. To assemble magazine catch -——Insect the magazine catch
in its respective slot in the underside of the magazine housing.
With the catch spring in position and using a screwdriver
as a lever to compress the spring, push the catch into position.
Lightly tap the magazine catch retainer until its screw hole
15 in position with a similar hole in the magazine housing. -
Insert the screw with washer.

8. To assemble trigger meckanizm.—Position the carbine
with its underside facing upward.

(#) Enter the sear (with the sear bent pointing rearward)
between the left and right side plates and insert
SCAT Axis pin.

() Assemble the tripping lever to the trigger (when
correctly assembled, the trigger spring hook is
directionally opposite to the short arm of the
tripping lever).

() Enter the trigger and tripping lever (trigger first)
hetween the side plates and, with the short arm of the
tnpping lever poinling towards the interior of the
casing, raise the trigger to position in the tripger
guanl, insert the trigger pin and ensure that its
short end is entered in its respective hole in the right
side plate. lotate the sear forward so that the
tripping lever rests on the side of the sear. Rotate
the sear to its former position, with the sear bent
pointing rearward.

(d) While holding the tripping lever clear, insert the
change lever through the largest hole and replace
the split pin.

(¢} Replace the tripping lever pawl (this is in the form
of a short coil spring) on the tripping lever pawl pin
which is riveted to the sear. \When correctly
assembled, the long arm of the tripping lever pawl
should bear against the tripping lever,

(f) Attach one end of the trigger spring to the trigger
spring hook and the other end to short arm of the
tripping lever pawl.

ig) Assemble the t:'liggﬂ mechanism cover and replace the

two screws and washers. Place the carbine with its
underside facing downward.
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10. To assemble breech blochk.—lnsert the breech block im

the casing with ita cocking handle hole in line with the cocking

handle slot in the casing. Pull the trigger and push the breech
block forward until the cocking handle hole ?a oppuosite the
safety slot in the casing. Insert the cocking handle into the
breech bluck as far as it will go. Pull the trigger and push
the breech block home to its forward position,

1. To assemble velurn spring and housimg.—Insert the
return spring. Replace the return spring housing and cap
on the end of the return spring. Press forward so that the
ugs on the cap enter their respective grooves in the ond of the
casing, rotate the cap clockwise and allow it to take up its
position rearwand,

12. To assewble barrel.—Raise the barrel nut catch and
partially rotate the magazine housing until the catch is clear
of the hole. Replace the barrel; before screwing the barrel
nut fully home, return ‘the cateh to its former position so that
Ihe teeth of the catch engage the serrations on the end of the
barrel nut. Tighten the barrel aut by band only. Undae
tightening is unnccessary, the barrel nut catch being sufficient
to retain the barrel nut in position.

1. To assemble bult-—With the butt stud positioned in
line with its respective slot, press the end of the retum spring
housing with the top of the front plate of the butt, and slide
the butt upward to position.

3. AcTiON OF MECTIANISM

Preparation for firing

Put the gun at * Safety,” that is, cocked and with the
cocking handle in the safety slot. Insert a loaded mapazine.
I’ull the cocking handle from " Safety " and allow the breech
block to go forward until held by the sear. The gun is now
ready for Aning. For single shot firing, press the end of the
change lever marked " R." Whilst for automatic firing the
end marked * A " must be pressed.

Forward action (gun set for single shot firing)

On pressing the trigger, the sear is depressed from engage-
ment with the bent on the rear underside of the breech block.
The breech block goes forward under the action of the cany.

pressed retura spring. The tripping lever, the end of which
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protrudes into the casing, is depressed by the bent, therehy
allowing the sear to rise under the action of the extended
trigger spring.  Continuing forward, the two horns on the
breech block face contact the base of a cartridge and push it
irom the magazine into the chamber. The extractor engages
the cannelure on the cartridge base. The firing pin, which is
solid with the breech block, strikes the cartridge cap to fire
the charge,

Backward aclion

Iart al the explosive force drives the breech block rearward,
the empty case being held by the exiractor. The cjector,
which protrudes into the munway between the two harns,
contacts the base of the empty case to eject Lhe case through
the cjection opening on the right side of the gun. Continuing
rearwan] anl compressing the return spring, the breech block
is held by the sear, This terminates the cycle of operation for
single shot firing.

Gun set for automatic firing.

By pressing the end of the change lever marked ** A"
the tripping lever is pushed aside from the path of the bent on
the underside of the breech block. Antomatic firing will
comtinue as long as pressure is maintained on the irigger
or unlil the magazine is emptied.

4. CARE AND CLEANING

Nomal cleaning should be cammied out. Mo oiling is re-
quired ; the carbine is designed to Junction without the use
uf oil.

The bore of the barrel can be cleaned with a rifle pull-
Lhrough, but must be removed first, as the pullthrough weight
iz too long to go through the cjection opening.

For gtorage the breech block and barrel should be greased
or ofled.

3. STOPPAGES AND ] A,

Apart from the breakages of companents, stoppages may
occur due to {a) fault in feed, [b) mal-ejection, {¢) mishre,
{d) burst case.

{#) Fault in feed, While a round is entering the chambwer
the succeeding round may become partly displaced from tha
magazine, thereby bLecoming jammed hy the breech block,
30 that the latter cannot go lorward to fire the charge.
Stoppages may also occur due to the mal-lunctioning of the
magazine, "
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(5} Mal-ejection. The empty ¢case, on being extracted from
the chamber, is not ejected through the ejection Opening,
but remains in the casing, whereupon the breech block cannot
go fully forward to fire the charge.

{r) Misfire. Due to the accummlation of carbon or dirt
on the breech block face and cartridge recess; the firing pin
cannot reach ihe cartridge cap.

() Durst case. Duc to blow back. i.e. round fired before
 has entered chamber; may occur with a dirty chamber, or
anything which impedes the Jree entry of the cartridge to the
chamber.  May alse result in separated case.

The [ollowing immediate action will be used for all
stuppages ——

1. Cock the gun and put at " safety."
2. Remove the magazine.

3. Hemove any live round or empty case which may lic
in the casing.

4. Il there iz a live round in the chamber, fire the gun
wn‘-ﬁ'aﬂl the magasing, cock the gun and pot at
il “ Elf,"

3. Replace the magarine.
6. Continue firing.

Note.—l stoppage is due to burst casze, shake out any
fragmenls of the rartridge case through the ejection opening,
anid examine the barrel to ensure that a bullet is nut lodged
i the bore. To do this cock the carbine, place thumbnail
bchind the chamber and ook down the bore of the barrel
from the muzzie,

Lf the stoppage persists, change the magazine and examine
the brecch block [ace for dick.

Il stoppages still occur, examine the mechanism for burred
damagrd or broken components. '

fi. HANDLING AND SIGHTING

When shooting, the weapon must sol be held by gri ping
the magazine. The correct grip is the barrel nut, Hﬂp)&gns
tlear of the cjection opening. No appreciable heat js felt jn
the barec] nut until after 8§ loaded mogazines [of 32 rounds
vach) have been fired continuously in short bursts. When
barrel and barrel nut are too hot to handle they can be coaled
by removing and dipping in water, Double taps during the
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firing of single shois, i.e. two or three cartridges may be fired
{like automatje firing), indicates that the weapon is held loasely
against the shoulder or hip; a frmer grip will sremedy this
tendency.

The fixed backsight cnables accurate shootiog up to a range
ol 200 yands,

ik, a

7. Poixts TO NOTE

No oiling of the breech block or trigger mechaniso is
required ; the weapon is designed to operate without the ose
of vil. The weapon must be fired dry.

The magazine {32 rounds) is common to the Lanchester
Carhine.

8. DESCRIPTION AND FILLING OF MAGAITHES
Magazine

The magazine is of the box type and consizts essentially of
Lhe caze, platform, boitom plate, and retaiger bottom plaie.

The bottom plate retainer is aktached o the end ol the
spring, a raised part of the retainer protruding through a
bole in the bottom plate.

Stripping and assembling

Depress the bottom plate retainer and slide off the bottom
jlaile, remove spring and platform; assemble in the everse
way.

Filler

There are two types of fillers available, Mks. T aml 11,

hMk. 1 consists essentially of a brass lever mounted on a
case which is approximately 3} inches long and conlorms to
the shape of the magazine. When ftied to the magazine,
ihe spring caich on its side engages the magazine catch recess
on the mapgazine.

Mk. I1 is similar in design 1o the bk, 1, with Lhe exception
that the spring catch is Jocated on the back of the case, and
cngagrs the rectangular recess on the back of the magazine.

To load the magazine with Mk. I or 11 filler

Fit the magarine filler to the mapazine so that its catch
eTNEAges its respective recess of bole, 1'lace the four lingers
of the lcit hand on the lever 50 that the third finger goes
through the bole in the lever and the first rests on the toe,
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Depress the tail, on which the fourth finger rests, and insort
a round in Lhe opening with the right hand. “Raise the lever
Ly means of the thicd finger and depress again to insert another
round | repeat this procedure until 32 rounds have been
inserted,

T'o remove ammunition from magaring

Hold the magazine in the left hand and push out the rounds
with the thumb of the right hand.

Nofe. —Faults in functioning will develop if the magazine
case is dlented or the lips damaged, or if dirt enters the case,

When asscmbling magazine into carbine, ensure that the
nugzazine calch engages correctly.

Shoukl the magazine fail to feed the rounds during firing,
remove magazine from carbine, knock the end of the magazine
agaiost the knee, re-insert magazine in carbine,
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